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TECHNICAL SPECIFICATION 
PURCHASE OF KUBOTA RTV 

GENERAL DESCRIPTION
Supply of RTV Kubota Type vehicle. 


RTV X-1140W-H WORKSITE 

	CATEGORY 
	SPECS 

	MAKE
	KUBOTA D1105-E4-UV 

	TYPE 
	3 CYLINDERS, 4-CYCLE, DIESEL OHV 

	DISPLACEMENT 
	68.5 (1123) CU.IN (CC)

	HORSEPOWER HP (KW)/RPM
	24.8 (18.5) @3000

	COOLING SYSTEM
	LIQUID 

	BATTERY 
	670 CCA 

	TRANSMISSION 
	VARIABLE HYDRO TRANSMISSION (VHT-X)

	GEAR SELECTION
	HI-LO RANGE FORWARD, NEUTRAL, REVERSE 

	MAX TRAVELING SPEED 
	0-25 (0-40)

	4WD
	FRONT DIFFERENTIAL – LIMITED SLIP DIFFERENTIAL 

	
	REAR DIFFERENTIAL – FOOT OPERATED DIFFERENTIAL LOCK 

	STEERING 
	HYDROSTATIC POWER 

	BRAKES 
	FRONT/REAR – WET-DISC BRAKES

	
	PARKING BRAKE – REAR WHEEL HAND OPERATED 

	SUSPENSION 
	FRONT SUSPENSION – INDEPENDENT DUAL A-ARMS WITH ADJUSTABLE SPRING PRE-LOAD 

	
	FRONT IN. (MM) - 8(205)

	
	REAR SUSPENSION – INDEPENDENT WITH COIL OVER SHOCK 

	
	REAR IN. (MM) - 8(205)

	GROUND CLEARANCE 
	FRONT IN. (MM) – 11.2 (285)

	
	REAR IN. (MM) – 9.4 (240)

	HEADLIGHTS 
	TWO 37.5 W HALOGEN 

	OCCUPANT PROTECTIVE SYSTEM (OPS)
	ROPS STRUCTURE IN. (MM) – 2.0 (50.8) STEEL TUBE 

	
	SEATBELTS – 2-POINT 

	
	CERTIFICATION – SAE J2194 & OSHA 1928 ROPS

	WEIGHT (LBS) (KG)
	2370 (1075)  

	TOWING CAPACITY (LBS) (KG)
	1300 (590)   

	PAY LOAD CAPACITY (LBS) (KG)
	1629 (739)  

	CARGO BED 
	MATERIAL – STEEL 

	
	WIDTH X LENGTH IN. (MM) – LONG:57.7 (1465) X 51.1 (1300) X 11.2 (285), SHORT: 57.7 (1465) X 26.0 (660) X 11.2 (285)

	
	VOLUME CU.FT (M2) – LONG: 19.1 (0.54) SHORT: 9.9 (.28)

	
	BED HEIGHT (INC) (MM) – 35.4 (900)

	
	CARGO BED LOAD LBS (KG) – LONG: 1102 (500), SHORT 661 (300)

	
	DUMPING SYSTEM – MANUAL & HYDRO POWER LIFT 

	FUEL TANK CAPACITY (US GALLONS)
	7.9 (30) 

	SOUND RATING AT OPERATOR’S EAR AT MAX RPM DB(A)
	84

	TIRES (FRONT & REAR)
	ATV – 25 X 10 – 12, 6 PLY 

	
	HDWS – 25 X 10 – 12, 6 PLY

	
	TURF – 25 X 10 – 12, 4-PLY, OPTIONAL 

	
	CENTER & BUMPER (ORANGE MODEL)/(CENTER, BUMPER & LENS) (CAMO MODEL)

	ALLOY WHEEL (NOT AVAILABLE WITH TURF TIRE)
	OPTIONAL/ STANDARD (ORANGE MODEL)/OPTIONAL (CAMO MODEL) 

	HYDRAULIC BED LIFT 
	STANDARD 

	SPRAY ON BED LINER 
	OPTIONAL 

	DIMENSIONS 
	LENGTH IN. (MM) – 142.1 (3610)

	
	WIDTH IN. (MM) – 65.4 

	
	HEIGHT, OVERALL IN. (MM) – 82.3 

	
	FRONT TREAD IN. (MM) – 48.8 (1240)

	
	REAR TREAD IN. (MM) - 48.8 (1240)

	
	WHEEL BASE IN. (MM) – 98.2 (2495)

	
	TURNING RADIUS FT. (M) – 13.1 (4.0) 



ADDITIONAL COMPONENTS: 

· 1 4 SEAT CAB ENCLOSURE PNF (77700-VC5045)
· 1 MIRRORS - EXTERNAL (2) (77700-VC5076)
· 1 LED STROBE LIGHT CAB (77700-VC5056)
· 1 WIPER KIT (172 DEGREE) PNF (77700-VC5030)
· 1 WINDSHIELD LAMINATED GLASS (AS1) (77700-VC5020)
· 1 METAL CANOPY FOPS(BLACK) (77700-VC5044)
· 1 WIRE HARNESS KIT / MULTIPLE ACCESY(77700-VC5080)
· 1 TURN SIG/HAZARD LGT KIT/X900,X1120D (K7591-99610)
· 1 TRAILER HITCH - BALL MOUNT (77700-V5200)
· 1 BACKUP ALARM (K7591-99640)
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